BODYCRArFT

F7 30 POWER RACK HIGHLIGHTS

Our power rack is built for the person who knows how to push their body

to the limit. Rugged construction and pop pin adjustable spotter arms make your

workout enjoyable, quick and safe. Optional Band Pegs, Landmine, Battle Rope,

Weight Tree, & Dip Handles Available. HIGH DENSITY
SAFETY SPOTTERS

LASER ETCHED
UPRIGHTS

STEEL REINFORCED
BAR HOOKS

Front Bar Hooks/Safety Spotters
are Rated for Up To |,000 LBS.
They are Both Protected by High
Density Rubber that is Securely
Screwed Down.

The Optional Weight Tree Attachment Allows for Built In to the F730 Frame are 2 Olympic
Olympic Weight Plates to be Stored Conveniently Sized Bar Holders/Foot Plates
on the Power Rack.

CLICK OR
SCAN FOR MORE

INFORMATION
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F737 LANDMINE ATTACHMENT F732 DIP HANDLE ATTACHMENT F739 BATTLE ROPE ATTACHMENT
*F730 shown with optional F735, F734, F739, and F737

BODYCRAFT BODYCRAFT.COM



www.bodycraft.com/product/f730-power-rack

BODYCRArFT

F730 power RACK

Q%ADTURES POPPINS  Easy to Adjust and Always Out of the Way of Your Bar
SPECIFICATIONS SPACING  2"Inch Precise Adjustments to Safely and Effectively Customize Your Workout
CHIN BAR Inversion Boots, Hanging Ab Straps, Bands, etc.
HOOKS & SPOTTERS  High-Density Rubber Securely Screwed Down. Prevents Scratching
WEIGHT CAPACITY  Rated for up to 1,000 Ibs.
WORKING SPACE  34.5" Depth by 43" Wide Between Uprights
FRAME Rugged Heavy Gauge 2" x 3" Steel Tubing
HARDWARE /2" Hardened Steel Bolts at all Connection Points
DIMENSIONS  515"Lx489"Wx80.25"H
CABLE COLUMNS Indexed Uprights: Laser-Etched Numbers on the 4 Uprights.

WARRANTY COMMERCIAL  Frame: 10 Years / Parts: 2 Years / Wear iterns: 6 Months

ADD-ONS F732  Dip Attachment Option
F733  Extra Band Catches
F734  Band Pegs Option
F735  Plate Rack Option
F737  Landmine Option
F739 Battle Ropes Option
F704  FID Utility Bench
F705  FID Utility Bench
F200 Lat/Row with Optional Stack
F738 RFT Functional Trainer
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